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2 Zeichenerklärungen

This manual is amended periodically and will be brought into line with new software 
releases. You can find the as-delivered status (software version and date) in the following 
table 
If you have a device with a newer software version, please check the “Service” menu at 
www.elsner-elektronik.de to see if a more recent manual version is available.

Device generations and ETS application programs

Clarification of signs used in this manual
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1.0 0.1.12 1.1 First official release 15.04.2026

Safety advice.

Safety advice for working on electrical connections, components, 
etc.

DANGER! ... indicates an immediately hazardous situation which will lead to 
death or severe injuries if it is not avoided.

WARNING! ... indicates a potentially hazardous situation which may lead to 
death or severe injuries if it is not avoided.

CAUTION! ... indicates a potentially hazardous situation which may lead to 
trivial or minor injuries if it is not avoided.

ATTENTION! ... indicates a situation which may lead to damage to property if it is 
not avoided.

ETS In the ETS tables, the parameter default settings are marked by 
underlining.
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1. Safety and operating instructions

Installation, testing, commissioning and fault repair may only be carried 
out by a qualified electrician.

BEWARE!
Electric voltage! 

• Before installation, check the device for damage. Only operate devices if they 
are free from damage. 
• Comply with local directives, provisions and conditions for electrical 
installation. 
• Immediately switch off the device or system and secure it against accidental 
activation if safe operating is no longer guaranteed.

Only use the device for building automation and follow the instructions for use in the
installation guide and manual. Incorrect use, changes to the device or non-observance
of the operating instructions lead to warranty and guarantee claims becoming void.
The device may only be operated as a fixed-site installation, i.e. only when assembled
and after conclusion of all installation and operational start-up tasks and only in the
surroundings designated for it.
Elsner Elektronik is not liable for any changes in norms and standards which may occur
after publication of these operating instructions.

For information on installation, maintenance, disposal, scope of deliv-
ery and technical data, please refer to the installation instructions.

2. Description
The room temperature controller for the KNX building bus system provides automatic
climate control via a VRF system (Variable Refrigerant Flow). It has touch-sensitive but-
tons that can be used to manually readjust the room climate settings. The fan speed
(1-3), the target temperature (value, touch buttons +/-) and the mode (automatic/man-
ual, temperature control on/off) can be set. Dimmable LEDs show the current settings.

The measured value of the integrated temperature or humidity sensor or a mixed value
can be used for control. Mixed values with other, external measured values are possi-
ble.

The automatic system includes PI controllers for heating, cooling, dehumidification
(single/two-stage) or humidification (single-stage) and contains special parameters for
VRF air conditioning systems.

Either binary contacts such as buttons and window contacts or analogue temperature
sensors T-NTC can be connected to 2 inputs.

Communication objects can be linked using integrated AND and OR logic gates.
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Functions:
• Operating zone for setting 3 blower levels
• Operating zone for temperature control with 2 areas (+ warmer, - cooler)
• Operating zone for VRF mode selection
• The lighting behaviour of all LEDs is adjustable, so they can be used as ambient 

lighting, for example, or switched off as long as there is no operation
• Temperature measurements. Mixed value from own measured value and 

external values (proportion can be set by percentage), output of minimum and 
maximum values

• PI-controller for heating (one or two-level) and cooling (one or two-level) 
according to temperature. Regulation according to separate setpoints or basic 
setpoint temperature. Parameters specifically for fan coil control for fan coil 
units

• Measuring the air humidity (relative), with mixed value calculation. The 
share of internal measurement value and external value can be set as a 
percentage

• PI controller for humidity according to humidity: Ventilate/Air (one-stage) or 
Ventilate (one or two-stage)

• Automatic climate control via a VRF system (Variable Refrigerant Flow)
• 2 inputs for binary contacts or T-NTC temperature sensor
• 2 AND and 2 OR logic gates each with 4 inputs. 8 logic inputs (in the form 

of communications objects) can be used as inputs for the logic gates. The 
output from each gate can be configured optionally as 1-bit or 2 x 8-bit

3. Commissioning
It is configured using the KNX software from ETS 5.7.6 or from ETS6. The product file
can be downloaded from the ETS Online Catalogue and from the homepage of Elsner
Elektronik at www.elsner-elektronik.de.

After the bus voltage has been applied, the unit will enter an initialisation phase lasting
a few seconds. A display test is performed by briefly illuminating all segments of the
display. The firmware version is then displayed. During this period, no information can
be received or transmitted via the bus.

3.1. KNX Secure
Activate ‘secure commissioning’ in the ETS and add the device certificate.
Keep this certificate in a safe place, as the device cannot be recommissioned without it.

3.2. Master reset
A master reset deletes the application program and resets the physical address to the
as-delivered status (15.15.255; Firmware is retained). The device then has to be recom-
missioned with the ETS.

Perform master reset
• Switch off the bus voltage or remove the bus terminals
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• Press and hold the programming button
• Switch in the bus voltage or insert the bus terminals. Only release the 

programming key when  (Master-Reset) appears on the display

The device restarts and is ready to use after approx. 5 s.

3.3. Factory reset
A factory reset deletes the application program, the physical address and all firmware
updates, and uses the firmware contained in the device that was active at the time of
delivery (as-delivered status). The device then has to be recommissioned with the ETS.

Perform factory reset
• Switch off the bus voltage or remove the bus terminals
• Press and hold the programming button
• Switch in the bus voltage or insert the bus terminals. Only release the 

programming key when  (Factory-Reset) appears on the display

The device restarts and is ready to use after approx. 20 s.

3.4. Elsner KNX Service App
The device’s firmware can be updated with the Elsner KNX Service App.
As soon as new firmware is available, it is displayed in the Service App.

If there is a firmware update, the device can also be reset to factory settings (= factory
reset) using the Elsner KNX Service App.

3.5. Address the device on the bus
The device is delivered ex works with the bus address 15.15.255. You program a differ-
ent address in the ETS by overwriting the address 15.15.255 or teach the device using
the programming button. 

The programming button is located at the bottom of the device and is recessed. Use a
thin object to reach the button, e. g. a 1.5 mm² wire. When the button is pressed, the
temperature display on the front flashes.

Use the KNX serial number (barcode) on the device to make it easier to teach the device
into the ETS.

PRG

Abb. 1
View from bottom

Temperature sensor
Locking screw
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4. Display and operation at the device

4.1. Adjust room temperature
Depending on the setting of the "Temperature display" parameter in the device
application, the Room Temperature Controller eTR 103 AC KNX sec displays the
current room temperature value (or mixed value), the target value or the shift in
relation to the basic setpoint. The display can be dimmed and switched off via the bus
so that no value is displayed even when touched.

Option A: Display of actual temperature (room temperature)

The current room temperature is displayed. It is not possible to change the room
temperature manually using the +/- buttons.

Option B: Display of target temperature or basic setpoint shift

Depending on the setting, the current target value or the shift relative to the base
setpoint is displayed. The temperature can be changed by touching the +/- buttons.

Target value display (absolute value):

Tap +: 
Increase room temperature
(target temperature is
increased)

Tap -: 
Lower room temperature
(target temperature is lowered)
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Display of the basic setpoint shift (change compared to the basic setpoint of the
control):

Option C: Display of actual temperature and target temperature/basic 
setpoint shift

During normal operation, the current room temperature is displayed. By touching the
buttons, the display jumps to the target temperature or to the basic setpoint shift,
depending on the presetting. Changes with + or - are visible. The display returns to the
room temperature if no button is touched for 7 seconds.

Touch the + or - button briefly: The current target temperature (or the basic setpoint
shift) is displayed.

Tap +: Increase room temperature
(target temperature/basic setpoint shift is increased).

Tap -: Lower room temperature
(target temperature/basic setpoint shift is lowered).

Tap +:  
Increase room temperature
(Basic setpoint shift direction
PLUS)

Tap -: 
Lower room temperature
(Basic setpoint shift direction
MINUS)

or
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General:

The step size for the change and the possible setting range are defined in the device
application (ETS). There you can also define whether the manually changed values are
retained after a mode change (e.g. Eco mode overnight) or reset to the stored values.
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5. Transmission protocol

Units:
Temperatures in degrees Celsius

5.1. List of all communication objects

Abbreviations Flags:
C Communication
R Read
W Write
T Transmit
U Update

No Text Function Flags DPT type Size
1 Output software 

version
Software version C-WT- [217.1] 

DPT_Version
2 Bytes

20 Input LED All LEDs On/Off -RW-- [1.1] 
DPT_Switch

1 Bit

21 Input LED All LEDs Brightness -RW-- [5.1] DPT_S-
caling

1 Byte

51 Output temperature 
sensor

Temperature sensor: Mal-
function

C-WT- [1.1] 
DPT_Switch

1 Bit

52 Input Temperature 
Sensor

Temperature sensor: 
Measured value external

-RWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

53 Output temperature 
sensor

Temperature sensor: 
Measured value

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

54 Output temperature 
sensor

Temperature sensor: 
Measured value total

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

55 Input Temperature 
Sensor

Temperature sensor: 
Measured value min./max. 
query

-RW-- [1.17] 
DPT_Trigger

1 Bit

56 Output temperature 
sensor

Temperature sensor: 
Measured value minimum

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

57 Output temperature 
sensor

Temperature sensor: 
Measured value maximum

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

58 Input Temperature 
Sensor

Temperature sensor: 
Measured value min./max. 
reset

-RW-- [1.17] 
DPT_Trigger

1 Bit

61 Input Temp. thresh-
old value 1

Temp. threshold value 1: 
Measured value

-RW-- [9.1] DPT_Val-
ue_Temp

2 Bytes

62 Input / Output 
Temp. threshold 
value 1

Temp. threshold value 1: 
Absolute value

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

63 Input Temp. thresh-
old value 1

Temp. threshold value 1: 
(1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit
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64 Input Temp. thresh-
old value 1

Temp. threshold value 1: 
Switching delay from 0 to 
1

CRW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

65 Input Temp. thresh-
old value 1

Temp. threshold value 1: 
Switching delay from 1 to 
0

CRW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

66 Output Temp. 
threshold value 1

Temp. threshold value 1: 
Switching output

C-WT- [1.1] 
DPT_Switch

1 Bit

67 Input Temp. thresh-
old value 1

Temp. threshold value 1: 
Switching output block

-RW-- [1.1] 
DPT_Switch

1 Bit

68 Input Temp. thresh-
old value 2

Temp. threshold value 2: 
Measured value

-RW-- [9.1] DPT_Val-
ue_Temp

2 Bytes

69 Input / Output 
Temp. threshold 
value 2

Temp. threshold value 2: 
Absolute value

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

70 Input Temp. thresh-
old value 2

Temp. threshold value 2: 
(1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

71 Input Temp. thresh-
old value 2

Temp. threshold value 2: 
Switching delay from 0 to 
1

CRW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

72 Input Temp. thresh-
old value 2

Temp. threshold value 2: 
Switching delay from 1 to 
0

CRW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

73 Output Temp. 
threshold value 2

Temp. threshold value 2: 
Switching output

C-WT- [1.1] 
DPT_Switch

1 Bit

74 Input Temp. thresh-
old value 2

Temp. threshold value 2: 
Switching output block

-RW-- [1.1] 
DPT_Switch

1 Bit

80 Input / Output 
Temp. control

Temp.control: HVAC mode 
(priority 1)

CRWTU depending on 
setting

1 Byte

81 Input / Output 
Temp. control

Temp.control: HVAC mode 
(priority 2)

CRWT- depending on 
setting

1 Byte

82 Input Temp. control Temp.control: Mode frost/
heat protection activt.

CRWT- [1.1] 
DPT_Switch

1 Bit

83 Input Temp. control Temp.control: Block (1 = 
Blocking)

-RW-- [1.1] 
DPT_Switch

1 Bit

84 Output Temp. con-
trol

Temp.control: Current set-
point

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

85 Input Temp. control Temp.control: Switch. (0: 
Heating | 1: Cooling)

-RW-- [1.1] 
DPT_Switch

1 Bit

86 Input / Output 
Temp. control

Temp.control: Setpoint 
Comfort heating

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

87 Input Temp. control Temp.control: Setpoint 
Comfort heat.(1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

88 Input / Output 
Temp. control

Temp.control: Setpoint 
Comfort cooling

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

No Text Function Flags DPT type Size
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89 Input Temp. control Temp.control: Setpoint 
Comfort cool.(1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

90 Input Temp. control Temp.control: Basic 16-bit 
setpoint shift

-RW-- [9.1] DPT_Val-
ue_Temp

2 Bytes

91 Input / Output 
Temp. control

Temp.control: Setpoint 
Standby heating

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

92 Input Temp. control Temp.control: Setpoint 
Standby heat.(1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

93 Input / Output 
Temp. control

Temp.control: Setpoint 
Standby cooling

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

94 Input Temp. control Temp.control: Setpoint 
Standby cool. (1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

95 Input / Output 
Temp. control

Temp.control: Setpoint 
Eco heating

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

96 Input Temp. control Temp.control: Setpoint 
Eco heating (1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

97 Input / Output 
Temp. control

Temp.control: Setpoint 
Eco cooling

CRWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

98 Input Temp. control Temp.control: Setpoint 
Eco cooling (1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

99 Output Temp. con-
trol

Temp.control: Control var-
iable heating (level 1)

C-WT- [5.1] DPT_S-
caling

1 Byte

100 Output Temp. con-
trol

Temp.control: Control var-
iable heating (level 2)

C-WT- [5.1] DPT_S-
caling

1 Byte

101 Output Temp. con-
trol

Temp.control: Control var-
iable cooling (level 1)

C-WT- [5.1] DPT_S-
caling

1 Byte

102 Output Temp. con-
trol

Temp.control: Control var-
iable cooling (level 2)

C-WT- [5.1] DPT_S-
caling

1 Byte

103 Output Temp. con-
trol

Temperature control: Vari-
able for 4/6-way valve

C-WT- [5.1] DPT_S-
caling

1 Byte

104 Output Temp. con-
trol

Temp.control: Status Heat. 
level 1 (1=ON|0=OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

105 Output Temp. con-
trol

Temp.control: Status Heat. 
level 2 (1=ON|0=OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

106 Output Temp. con-
trol

Temp.control: Status Cool. 
level 1 (1=ON|0=OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

107 Output Temp. con-
trol

Temp.control: Status Cool. 
level 2 (1=ON|0=OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

108 Input / Output 
Temp. control

Temp.control: Comfort 
extension status

CRWT- [1.1] 
DPT_Switch

1 Bit

109 Input Temp. control Temp.control: Comfort 
Extension time

CRWT- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

No Text Function Flags DPT type Size
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110 Output Temp. con-
trol

Temp. Controller: Fan coil 
levels 0 to 3

C-WT- [5.1] DPT_S-
caling

1 Byte

111 Output Temp. con-
trol

Temp. Controller: Fan coil 
level 1

C-WT- [1.1] 
DPT_Switch

1 Bit

112 Output Temp. con-
trol

Temp. Controller: Fan coil 
level 2

C-WT- [1.1] 
DPT_Switch

1 Bit

113 Output Temp. con-
trol

Temp. Controller: Fan coil 
level 3

C-WT- [1.1] 
DPT_Switch

1 Bit

114 Input / Output 
Temp. control

Temp. Controller: Fan coil 
auto=1 manual=0

CRWT- [1.1] 
DPT_Switch

1 Bit

119 Output Humidity 
sensor

Humidity sensor: malfunc-
tion

C-WT- [1.1] 
DPT_Switch

1 Bit

120 Input Humidity sen-
sor

Humidity sensor: meas-
ured value external

-RWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

121 Output Humidity 
sensor

Humidity sensor: meas-
ured value

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

122 Output Humidity 
sensor

Humidity sensor: meas-
ured value total

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

123 Input Humidity sen-
sor

Humidity sensor: meas-
ured value min./max. 
query

-RW-- [1.17] 
DPT_Trigger

1 Bit

124 Output Humidity 
sensor

Humidity sensor: meas-
ured value minimum

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

125 Output Humidity 
sensor

Humidity sensor: meas-
ured value maximum

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

126 Input Humidity sen-
sor

Humidity sensor: meas-
ured value min./max. reset

-RW-- [1.17] 
DPT_Trigger

1 Bit

129 Input Humidity 
threshold value 1

Moisture limit 1: Reading CRWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

130 Input / Output 
Humidity threshold 
value 1

Humidity threshold value 
1: Absolute value

CRWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

131 Input Humidity 
threshold value 1

Humidity threshold value 
1: (1:+ | 0:-)

-RW-- [1.1] 
DPT_Switch

1 Bit

132 Input Humidity 
threshold value 1

Humidity threshold value 
1: Delay from 0 to 1

-RW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

133 Input Humidity 
threshold value 1

Humidity threshold value 
1: Delay from 1 to 0

-RW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

134 Output Humidity 
threshold value 1

Humidity threshold value 
1: Switching output

C-WT- [1.1] 
DPT_Switch

1 Bit

135 Input Humidity 
threshold value 1

Humidity threshold value 
1: Switching output block

-RW-- [1.1] 
DPT_Switch

1 Bit

No Text Function Flags DPT type Size
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136 Input Humidity 
threshold value 2

Moisture limit 2: Reading CRWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

137 Input / Output 
Humidity threshold 
value 2

Humidity threshold value 
2: Absolute value

CRWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

138 Input Humidity 
threshold value 2

Humidity threshold value 
2: (1:+ | 0:- )

-RW-- [1.1] 
DPT_Switch

1 Bit

139 Input Humidity 
threshold value 2

Humidity threshold value 
2: Delay from 0 to 1

-RW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

140 Input Humidity 
threshold value 2

Humidity threshold value 
2: Delay from 1 to 0

-RW-- [7.5] DPT_-
TimePeriod-
Sec

2 Bytes

141 Output Humidity 
threshold value 2

Humidity threshold value 
2: Switching output

C-WT- [1.1] 
DPT_Switch

1 Bit

142 Input Humidity 
threshold value 2

Humidity threshold value 
2: Switching output block

-RW-- [1.1] 
DPT_Switch

1 Bit

145 Input Humidity con-
trol

Humidity control: Block (1: 
blocking)

-RW-- [1.2] DPT_Bool 1 Bit

146 Input / Output 
Humidity control

Humidity control: Target 
value

CRWT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

147 Input Humidity con-
trol

Humidity control: Target 
value (1:+ | 0:-)

-RW-- [1.2] DPT_Bool 1 Bit

148 Output Humidity 
control

Humidity control: Act. vari-
able dehumidification

C-WT- [5.1] DPT_S-
caling

1 Byte

149 Output Humidity 
control

Humidity control: Act. vari-
able dehumid. 2nd stage

C-WT- [5.1] DPT_S-
caling

1 Byte

150 Output Humidity 
control

Humidity control: Act. vari-
able humidification

C-WT- [5.1] DPT_S-
caling

1 Byte

151 Output Humidity 
control

Humidity control: Status 
dehumidif. (1:ON | 0:OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

152 Output Humidity 
control

Humidity control: Status 
dehumidif.2 (1:ON|0:OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

153 Output Humidity 
control

Humidity control: Status 
humidif. (1:ON | 0:OFF)

C-WT- [1.1] 
DPT_Switch

1 Bit

160 Input VRF control VRF controls: On / Off -RW-- [1.1] 
DPT_Switch

1 Bit

161 Input VRF control VRF controls: Mode -RW-- [20.105] 
DPT_HVAC-
ContrMode

1 Byte

162 Input VRF control VRF controls: Mode (user-
defined values)

-RW-- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

163 Input VRF control VRF controls: Fan speed in 
percent

-RW-- [5.1] DPT_S-
caling

1 Byte

No Text Function Flags DPT type Size
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164 Input VRF control VRF controls: Fan speed -RW-- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

167 Output VRF control VRF controls: On / Off sta-
tus

C-WT- [1.1] 
DPT_Switch

1 Bit

168 Output VRF control VRF controls: Mode status C-WT- [20.105] 
DPT_HVAC-
ContrMode

1 Byte

169 Output VRF control VRF controls: Mode (user-
defined values) status

C-WT- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

170 Output VRF control VRF controls: Fan speed in 
percent status

C-WT- [5.1] DPT_S-
caling

1 Byte

171 Output VRF control VRF controls: Fan speed 
status

C-WT- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

244 Output Push button 
1

Push button 1 long-term C-WT- [1.8] DPT_Up-
Down

1 Bit

245 Output Push button 
1

Push button 1 short-term C-WT- [1.10] 
DPT_Start

1 Bit

246 Output Push button 
1

Push button 1 switching C-WT- [1.1] 
DPT_Switch

1 Bit

247 Input / Output Push 
button 1

Push button 1 dimming CRWT- [3.7] DPT_Con-
trol_Dimming

4 Bit

248 Output Push button 
1

Push button 1 encoder 8 
bit

C-WT- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

249 Output Push button 
1

Push button 1 encoder 16 
bit

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

250 Output Push button 
1

Push button 1 Scene (Acti-
vate)

C-WT- depending on 
setting

1 Byte

252 Output Push button 
1

Push button 1 NTC fault C-WT- [1.1] 
DPT_Switch

1 Bit

253 Input Push button 1 Push button 1 NTC exter-
nal measured value

-RWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

254 Output Push button 
1

Push button 1 NTC meas-
ured value

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

255 Output Push button 
1

Push button 1 NTC total 
measured value

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

256 Output Push button 
2

Push button 2 long-term C-WT- [1.8] DPT_Up-
Down

1 Bit

257 Output Push button 
2

Push button 2 short-term C-WT- [1.10] 
DPT_Start

1 Bit

258 Output Push button 
2

Push button 2 switching C-WT- [1.1] 
DPT_Switch

1 Bit

No Text Function Flags DPT type Size
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259 Input / Output Push 
button 2

Push button 2 dimming CRWT- [3.7] DPT_Con-
trol_Dimming

4 Bit

260 Output Push button 
2

Push button 2 encoder 8 
bit

C-WT- [5.10] 
DPT_Val-
ue_1_Ucount

1 Byte

261 Output Push button 
2

Push button 2 encoder 16 
bit

C-WT- [9.7] DPT_Val-
ue_Humidity

2 Bytes

262 Output Push button 
2

Push button 2 Scene (Acti-
vate)

C-WT- depending on 
setting

1 Byte

264 Output Push button 
2

Push button 2 NTC fault C-WT- [1.1] 
DPT_Switch

1 Bit

265 Input Push button 2 Push button 2 NTC exter-
nal measured value

-RWT- [9.1] DPT_Val-
ue_Temp

2 Bytes

266 Output Push button 
2

Push button 2 NTC meas-
ured value

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

267 Output Push button 
2

Push button 2 NTC total 
measured value

C-WT- [9.1] DPT_Val-
ue_Temp

2 Bytes

281 Input logic input 1 Logic input 1 -RW-- [1.2] DPT_Bool 1 Bit

282 Input logic input 2 Logic input 2 -RW-- [1.2] DPT_Bool 1 Bit

283 Input logic input 3 Logic input 3 -RW-- [1.2] DPT_Bool 1 Bit

284 Input logic input 4 Logic input 4 -RW-- [1.2] DPT_Bool 1 Bit

285 Input logic input 5 Logic input 5 -RW-- [1.2] DPT_Bool 1 Bit

286 Input logic input 6 Logic input 6 -RW-- [1.2] DPT_Bool 1 Bit

287 Input logic input 7 Logic input 7 -RW-- [1.2] DPT_Bool 1 Bit

288 Input logic input 8 Logic input 8 -RW-- [1.2] DPT_Bool 1 Bit

291 Output AND logic 1 AND logic 1: 1 bit switch-
ing output

C-WT- [1.2] DPT_Bool 1 Bit

292 Output AND logic 1 AND logic 1: 8 bit output A C-WT- depending on 
setting

1 Byte

293 Output AND logic 1 AND logic 1: 8 bit output B C-WT- depending on 
setting

1 Byte

294 Input AND logic 1 AND logic 1: Block -RW-- [1.1] 
DPT_Switch

1 Bit

295 Output AND logic 2 AND logic 2: 1 bit switch-
ing output

C-WT- [1.2] DPT_Bool 1 Bit

296 Output AND logic 2 AND logic 2: 8 bit output A C-WT- depending on 
setting

1 Byte

297 Output AND logic 2 AND logic 2: 8 bit output B C-WT- depending on 
setting

1 Byte

298 Input AND Logic 2 AND logic 2: Block -RW-- [1.1] 
DPT_Switch

1 Bit

299 Output OR logic 1 OR logic 1: 1 bit switching 
output

C-WT- [1.2] DPT_Bool 1 Bit

No Text Function Flags DPT type Size
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6. Setting the parameters

6.1. Behaviour on power failure/ restoration of 
power

Behaviour following a failure of the bus power supply:

The device sends nothing.

Behaviour on bus restoration of power and following programming or reset:

The device sends all outputs according to their send behaviour set in the parameters.
Delays established in the "General settings" parameter block are taken into account.

6.2. General settings
First set the send delays after reset/bus restoration here.
These delays should be coordinated with the entire KNX-system, i.e. in a KNX system
with many participants, care should be taken that the bus is not overloaded after a
KNX-bus reset. The messages of the individual participants should be sent offset.

300 Output OR logic 1 OR logic 1: 8 bit output A C-WT- depending on 
setting

1 Byte

301 Output OR logic 1 OR logic 1: 8 bit output B C-WT- depending on 
setting

1 Byte

302 Input OR logic 1 OR logic 1: Block -RW-- [1.1] 
DPT_Switch

1 Bit

303 Output OR logic 2 OR logic 2: 1 bit switching 
output

C-WT- [1.2] DPT_Bool 1 Bit

304 Output OR logic 2 OR logic 2: 8 bit output A C-WT- depending on 
setting

1 Byte

305 Output OR logic 2 OR logic 2: 8 bit output B C-WT- depending on 
setting

1 Byte

306 Input OR Logic 2 OR logic 2: Block -RW-- [1.1] 
DPT_Switch

1 Bit

Transmission delay in seconds after reset/restoration of bus for:

Measured values 5...300

Threshold values and switching outputs 5...300

Regulator and controller outputs 5...300

Logic outputs 5...300

No Text Function Flags DPT type Size
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The bus load is limited with the aid of the maximum message rate. Many messages per
second put a strain on the bus, but ensure faster data transmission.

6.3. LEDs
Set the brightness of the LEDs. 

Set whether the two objects no. 86 (All LEDs on/off) and no. 87 (All LEDs brightness)
are used. This allows the LEDs to be switched on or off via the bus and their brightness
to be set.

Depending on the object value, the display is switched on (1) or off (0) after a reset.

The LEDs can switch off after a touch surface has been touched. This means that the
device does not light up permanently, but only when being operated.
Activate the function if required:
Set whether the LEDs switch off automatically when a touch surface is touched.

Set how long it takes for the display to turn off after operation.

Select what the temperature display shows here.

6.4. Temperature measured value
Select, whether a malfunction object is to be sent if the sensor is faulty.

Maximum message rate • 1 message per second 
• ... 
• 10 messages per second 
• ... 
• 50 messages per second

Brightness 0 ... 100%; 30%

Use objects No • Yes

Object value on/off after reset
(if objects are used)

0 • 1

Use automatic switch-off after pressing a 
button

No • Yes

Switch off after (is automatic switch off is 
used)

1 ... 255; 30 secs. after pressing

Temperature display • display actual value only
• display only target value/base shift
• display actual value and target value/base
  shift

Use malfunction object No • Yes
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When measuring temperature, the self-heating of the device is considered by the
electronics. The heating is compensated for by the device.

Use Offsets to adjust the readings to be sent. Permanent measurement variations can
be corrected in this way.

The unit can calculate a mixed value from its own reading and an external value, e.g.
in order to determine a room average. Set the mixed value calculation if desired. If an
external portion is used, all of the following settings (threshold values, etc.) are related
to the overall reading.

The percentage of the external measured value share of the total value is set here.

The internal measured value and the total measured value can be sent to the bus and
further processed there by other participants.

When sending on change, the temperature values are sent to the bus as soon as it
changes by the value set here.

When sending periodically, the temperature values are sent to the bus in a fixed cycle
that can be set here.

The highest (max.) and the lowest (min.) temperature value since programming or a
reset can be sent to the bus. The two values can be reset via object no. 27 “Tempera-
ture sensor: measured value min./max. reset”.

6.5. Temperature threshold values
The temperature threshold values are used to carry out certain actions in the KNX sys-
tem when a temperature value is exceeded or not reached.

Offset in 0.1°C -50…50; 0

Use external measured value No • Yes

Ext. Reading proportion of the total reading 5% • 10% • ... • 50% • ... • 100%

Sending pattern for internal and total 
measured value

• never
• periodically
• on change 
• on change and periodically

At and above change of
(if sent on change)

0.1°C • 0.2°C • 0.5°C • ... • 5.0°C

Send cycle
(if sent periodically)

5 s • 10 s • ... • 2 h

Use minimum and maximum value No • Yes

Use threshold value 1 / 2 Yes • No
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6.5.1. Temperature threshold value 1 / 2

Threshold value:

Stellen Sie hier ein, ob der Messwert des Geräts verwendet werden soll oder ein Mess-
wert eines anderen Sensors, der über den KNX-Bus empfangen wird.

Decide when threshold values and delay times received are to be kept per object.
The parameter is only taken into consideration if the setting by object is activated fur-
ther down. Please note that the setting "After power restoration and programming"
should not be used for the initial start-up, as the factory settings are always used until
the first call (setting via objects is ignored).

Set the threshold values directly in the application program using parameters or define
them via the bus using a communication object.

Threshold value setpoint using parameter:
When the threshold value per parameter is specified, then the value is set.

Threshold value setpoint using a communication object:
During initial commissioning, a threshold value must be defined which will be valid un-
til the first call with a new threshold value. For units which have already been taken into
service, the last communicated threshold value can be used. Basically, a range is given
in which the threshold value can be changed (object value limit).
A set threshold value will be retained until a new value or change is transferred. The
current value is saved so that it is retained in the event of a power supply failure and
will be available again once the supply voltage is restored.

Minimum value that can be set via object.

Maximum value that can be set via object.

Reading type Sensor reading • Object value

The nominal values and delay times

received by the communication object 
should be retained

• never 
• after restoration of power
• after power restoration and 
  programming

.

Threshold value setpoint using Parameter • Communication objects

Threshold value in 0.1°C -300 … 800; 200

Start threshold value in 0.1°C
valid until the first communication

-300 … 800; 200

Limitation of object value (min) in 0.1°C -300…800

Limitation of object value (max) in 0.1°C -300…800
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Enter how the threshold value will be received from the bus beforehand. Basically, a
new absolute value can be received, or simply a command to increase or decrease.

Choose the step size.

The switching distance (hysteresis) is important for the output of the value at the
switching output.
The switching distance prevents the switching output of the threshold value from
changing too often in the event of temperature fluctuations. When the temperature val-
ue drops, the switching output does not react until the switching distance falls below
the threshold value (options 1 and 2 in the first parameter of switching output). When
the temperature value increases, the switching output does not react until the switch-
ing distance exceeds the threshold value (options 3 and 4 in the first parameter of
switching output).

Set the value of the switching distance.

Switching output:

Here it is set which value the output transmits if the threshold value is exceeded or un-
dercut.

Here it is set whether switching delays can be set via objects.

Switching command delays ignore short-term temperature fluctuations around the
threshold value or threshold value and switching distance for the switching output.

Type of threshold value change Absolute value • Increase/decrease

Step size
(upon increase/decrease change)

0.1°C • 0.2°C • 0.3°C • 0.4°C • 0.5°C • 1°C • 
2°C • 3°C • 4°C • 5°C

Setting the switching distance in % • absolute

Switching distance in 0.1°C 0...1100; 50

Switching distance in % of the threshold 
value

0 … 50; 20

When the following conditions apply, the 
output is
(TV = Threshold value)
(SD = Switching distance)

• TV above  = 1 | TV - SD below  = 0 
• TV above  = 0 | TV - SD below  = 1 
• TV below = 1 |TV + SD above = 0 
• TV below = 0 |TV + SD above = 1

Delays can be set via objects 
(in seconds)

No • Yes

Switching delay from 0 to 1 none • 1 s … 2 h

Switching delay from 1 to 0 none • 1 s … 2 h
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Here you set the cases in which the switching output is to be sent to the bus.

When sending periodically, the temperature threshold value switching output is sent
on the bus in a fixed cycle that can be set here.

Block:

With the help of the ”Blocking” input object, the switching output can be blocked, e.g.
by a manual command (push button).

The block can take effect at value 0 or 1, depending on the intended use.

An object value up to the 1st communication is specified here.

The behaviour of the switching output during locking can be set.

The behaviour of the switching output on release, i.e. when the lock is removed, is de-
pendent on the value of the parameter "Switching output sends" (see "Switching out-
put").

Switching output sends • If there is a change 
• on change to 1 
• on change to 0 
• on change and periodically 
• on change to 1 and periodically
• on change to 0 and periodically

Send cycle 
(is sent only if "periodically" is selected)

5 s ... 2 h

Use switching output block No • Yes

Assessment of the block object • At value 1: block | At value 0: release 
• At value 0: block | At value 1: release

Blocking object value before first communi-
cation 

0 • 1

Switching output behaviour

On blocking • Do not send message 
• send 0 
• send 1

Switching output behaviour

On release
(with 2 second release delay)

[Dependent on the "Switching output 
sends" setting]

Switching output sends on change do not send message •
Status object/s send/s

Switching output sends on change to 1 do not send message •
if switching output = 1  send 1
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6.6. Temperature PI control
Activate the control. 

Determine if this device should take over the temperature control (stand-alone control-
ler), or if this device should act as an extension for operating another controller.

The settings for the ‘Stand-alone controller’ option are described below. For configu-
ration as an extension, please see Chapter  Humidity measured value, page33.

General control
Set, in which cases setpoint values and extension time received via object are to
be retained. The parameter is only taken into consideration if the setting via object is
activated below. Please note that the setting "After power supply restoration and pro-
gramming" should not be used for the initial start-up, as the factory settings are always
used until the 1st communication (setting via objects is ignored).

For an adequate regulation of the ambient temperature, comfort, standby, eco and
building protection modes may be used. 
Comfort when present, 
Standby during short absences, 
Eco as a night-time mode and 
Frost/heat protection (building protection) e. g. with the window open. 

The settings for the temperature control include the setpoint temperatures for the in-
dividual modes. Objects are used to determine which mode is to be selected. A change
of mode may be triggered manually or automatically (e.g. by a timer, window contact).

Switching output sends on change to 0 do not send message •
if switching output = 0  send 0

Switching output sends on change and 
periodically

Send switching output status

Switching output sends on change to 1 and 
periodically

if switching output = 1  send 1

Switching output sends on change to 0 and 
periodically

if switching output = 0  send 0

Use control No • Yes

Intended as a • Stand-alone controller 
• Controller extension (for operating a 
stand-alone controller only)

Maintain the

Target values and extension time received 
via communication objects

• never 
• after power supply restoration
• after power supply restoration and 
  programming
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The mode may be switched with two 8 bit objects of different priority. The objects are:
„... HVAC mode (Prio 2)“ for switching in everyday operation and
„... HVAC mode (Prio 1)“ for central switching with higher priority.
The objects are coded as follows:
0 = Auto
1 = Comfort
2 = Standby
3 = Eco
4 = Building Protection

Alternatively, you can use three objects, with one object switching between eco and
standby mode and the two others activating comfort mode and frost/heat protection
mode respectively. The comfort object blocks the eco/standby object, and the frost/
heat protection object has the highest priority. The objects are: 
„... Mode (1: Eco, 0: Standby)“,
„... comfort activation mode" and
„... frost/heat protection activation mode"
The Eco/Standby object is set to 1 = Eco after a reset. When comfort mode is exited,
the system therefore switches to Eco by default. If the system is to switch to standby,
the Eco/Standby object must have previously received a 0 = Standby.

Specify which mode the device should be in after programming or a reset (e.g.
power failure, reset of the line via the bus) (default).

The control can be deactivated and reactivated by an object from the bus. Configure
which value of the blocking object should be used to switch the temperature control
on or off.

Set the value of the on/off object after a reset.

The device sends the current control variables of the control system to the bus. Set
the cases in which transmission takes place. Periodic sending is safer, in case a mes-
sage does not reach a recipient. You may also set up periodical monitoring by the ac-
tuator with this setting. 

Switch mode via • two 8 Bit objects (HVAC Modes)
• three 1 bit objects

Mode after reset • Comfort
• Standby
• Eco
• Building protection

Behaviour of the blocking object with value • 1 = lock | 0 = release
• 0 = lock | 1 = release

Value of the blocking object after reset 0 • 1

Send control variable • on change 
• on change and periodically
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When sending on change, the control variables are sent to the bus as soon as they
change by the percentage set here.

With sending periodically, the control variables are sent to the bus in a fixed cycle that
can be set here.

The status of the control variable is defined as 0% = OFF and >0% = ON. This status is
sent to the bus and may for example be used for visualisation, or to switch off the 
heating pump as soon as the heating is switched off.

With sending periodically, the status objects are sent to the bus in a fixed cycle that can
be set here.

Then define the type of control. Heating and/or cooling may be controlled in two lev-
els.

General setpoint values
Determine if manually or via the bus modified the modified set point values should be
kept after a mode change, or if they should reset to the standard specified here.

You may enter separate setpoint values for each mode or use the comfort setpoint as
a basic value. 

  from change (in % absolute) 1...10; 2

  Cycle
  (if sent periodically)

5 s • ... • 5 min • … • 2 h

Send status objects • on change 
• on change to 1
• on change to 0
• on change and periodically
• on change to 1 and periodically
• on change to 0 and periodically

  Cycle
  (if sent periodically)

5 s • ... • 5 min • … • 2 h

Type of control • Single level heating
• Dual-level heating
• Single-level cooling
• Single-level heating + single-level cooling
• Dual-level heating + single-level cooling
• Dual-level heating + dual-level cooling

Keep modified set points after mode 
change

No • Yes
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If you are using the control for both heating and cooling, you may also select the set-
ting "separately with switching object". Systems used for cooling in summer and for
heating in winter can thus be switched from one to the other.
When selecting nominal values (with separate heating and cooling setpoints, without
a switching object), the controller will automatically switch between heating and cool-
ing mode based on the actual temperature relative to the setpoints.
Ensure the heating setpoint is always lower than the cooling setpoint (creating the
dead band).
For special HVAC systems controlled by the thermostat logic , incorrect configuration
may cause abrupt system behaviour.
If no switching object is selected, the actual temperature determines whether heating
or cooling takes place. If the actual value is between the heating and cooling setpoint
values, the existing operating mode is retained. If heating was previously used, the
system remains in heating mode and continues to aim for this set point value. Only
when the cooling setpoint is reached does the operating mode switch to cooling. 
If cooling has been used so far, the system remains in cooling mode and continues to
aim for this set point value. Only when the heating setpoint is reached does the oper-
ating mode switch to heating.
If the actual temperature is above the cooling set point value, cooling takes place; if it
is below the heating set point value, heating takes place. The difference between the
heating set point value and the cooling set point value or the dead zone should be at
least 1 °C. This prevents the control from switching too often between heating and
cooling in the event of minor temperature fluctuations.
If you are using the basic value, only the deviation from the comfort setpoint value is
listed for the other modes (e.g, 2°C less for standby mode).

If the switching object is used, set two parameters for this object: Configure at which
value of the switching object heating or cooling should take place.

Set the value of the switching object after a reset.

If the set point values are set without a switching object, there is a status object. This
sends information to the bus as to whether the heating or cooling setpoints are cur-
rently being used.
Predefine the increment for the setpoint changes.

Setting the setpoint values • with separate setpoint values with 
   Switching object
• with separate setpoint values without 
   Switching object
• with comfort setpoint as a basis with 
   Switching object
• with comfort setpoint as a basis without 
   Switching object

Behaviour of the switching object at value
(with switching object)

• 0 = Heating | 1 = Cooling
• 1 = Heating | 0 = Cooling

Value of the switching object after reset
(with switching object)

0 • 1
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The control may be reset to comfort mode from eco mode, which is used as night
mode, via the comfort extension. This allows the user to maintain the comfort set-
point value for a longer time, e.g. when having guests. To do this, place a comfort ex-
tension switch on a visualisation or a push-button, for example. The duration of this
comfort extension period is set. After the comfort extension period expires, the system
returns to eco mode.
Whether the change only remains active temporarily (do not save) or remains saved
after voltage recovery (and programming) has already been defined in the first section
of "General control".

Comfort Setpoint
Comfort mode is usually used for daytime mode when people are present. A starting
value is defined for the comfort setpoint as well as subsequently a temperature range
in which the setpoint value may be modified. 

If setpoint values are entered separately:
Minimum value that can be set via object.

Maximum value that can be set via object.

If the comfort setpoint value is used as a basis:
Minimum value that can be set via object.

Maximum value that can be set via object.

If the comfort setpoint value is used as a basis, the reduction of the value is set.

If the comfort setpoint value is used as a basis, the increment of the value is set.

Increment for setpoint changes
(in 0.1 °C)

1… 50; 10

Comfort extension time in seconds
(can only be activated from eco mode)

1…36000; 3600

Starting heating/cooling setpoint (in 0.1 °C)
valid until 1st communication
(not upon saving the setpoint value after 
programming)

-300…800; 210

  Min. object value heating/cooling 
  (in 0.1 °C)

-300…800; 160

  Max. object value heating/cooling
  (in 0.1 °C)

-300…800; 280

  Minimum base setpoint (in 0.1°C) -300…800; 160

  Maximum base setpoint (in 0.1°C) -300…800; 280

Reduction by up to (in 0.1°C) 0…200; 50
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If the comfort setpoint is used as the basis without a switching object, a dead zone is
specified for the control mode "heating and cooling" to avoid direct switching from
heating to cooling.

Standby setpoint

Standby mode is usually used for daytime mode when people are absent.

If setpoint values are entered separately:
A starting setpoint value is defined as well as subsequently a temperature range in
which the setpoint value may be changed. 

Minimum value that can be set via object.

Maximum value that can be set via object.

If the comfort setpoint value is used as a basis:
If the comfort setpoint value is used as a basis, the reduction of the value is set.

If the comfort setpoint value is used as a basis, the increment of the value is set.

Eco setpoint

Eco mode is usually used for night mode.

If setpoint values are entered separately:
A starting setpoint value is defined as well as subsequently a temperature range in
which the setpoint value may be changed. 

Minimum value that can be set via object.

Increase by up to (in 0.1°C) 0…200; 50

Dead zone between heating and cooling
(only if both heating AND cooling are used)

1…100; 50

Starting heating/cooling setpoint (in 0.1 °C)
valid until 1st communication

-300…800; 180

  Min. object value heating/cooling 
  (in 0.1 °C)

-300…800; 160

  Max. object value heating/cooling 
  (in 0.1 °C)

-300…800; 280

Reduce heating setpoint (in 0.1°C)
(for heating)

0…200; 30

Increase cooling setpoint (in 0.1°C)
(for cooling)

0…200; 30

Starting heating/cooling setpoint (in 0.1 °C)
valid until 1st communication

-300…800; 160
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Maximum value that can be set via object.

If the comfort setpoint value is used as a basis:
If the comfort setpoint value is used as a basis, the reduction of the value is set.

If the comfort setpoint value is used as a basis, the increment of the value is set.

Setpoint values for frost/heat protection (building protection)

The building protection mode is for example used as long as windows are opened for
ventilation or during longer absences (e.g. school buildings during holidays). Set-
points for frost protection (heating) and heat protection (cooling) are determined which
may not be modified from outside (no access via operating devices etc.). The building
protection mode may be activated with delay, which allows you to leave the building
before the controls switch to frost/heat protection mode.

Predefine the setpoint for frost protection (heating).

Set the activation delay.

Predefine the setpoint for heat protection (cooling).

Set the activation delay.

General control variables

This setting appears for the control types "Heating and Cooling" only.

  Min. object value heating/cooling 
  (in 0.1 °C)

-300…800; 160

  Max. object value heating/cooling 
  (in 0.1 °C)

-300…800; 280

Reduce heating setpoint (in 0.1°C)
(for heating)

0…200; 50

Increase cooling setpoint (in 0.1°C)
(for cooling)

0…200; 60

Setpoint frost protection (in 0.1°C) -300…800; 70

  Activation delay less than • 5 s • ... • 5 min • … • 2 h

Setpoint heat protection (in 0.1°C) -300…800; 350

  Activation delay less than • 5 s • ... • 5 min • … • 2 h
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Here, you can decide whether to use a common control variable for heating and cool-
ing.

Specify whether the control variable is used for a 4/6-way valve. Then applies:
0%...100% heating = 66%...100% control variable
OFF =  50% control variable
0%...100% cooling = 33%...0% control variable

Set the control mode of the 2nd level.

Select whether the control variable of the 2nd level is a 1 bit object (on/off) or an 8 bit
object (on with percentage/off).

6.6.1. Heating control level 1/2

If a heating control mode is configured, one or two setting sections for the heating lev-
els are displayed. 

In the 1st level, heating is controlled by a PI control, which allows to either enter control
parameters or select predetermined applications. 

In the 2nd level (therefore only in case of 2-level heating), heating is controlled via a PI
or a 2-point-control.
In level 2, the setpoint difference between the two levels must also be specified, i.e. be-
low which setpoint deviation the second level is added.

For heating and cooling • separate control variables are used
• common control variables are used for
  Level 1
• common control variables are used for 
  Level 2
• common control variable are used for 
  Level 1+2

Use control variable for 4/6-way valve
(only for common control variables 
in level 1)

No • Yes

Control type
(for level 2 only)

• 2-point-control 
• PI control

Control variable of the 2nd Level is on
(only for level 2 with 2 point controlling)

• 1 bit object
• 8 bit object

Setpoint difference between 1st and 2nd 
level (in 0.1°C)
(for level 2)

0...100; 40

Control type
(for level 2, no common control variables)

• 2-point-control
• PI control

Control variable is a
(for level 2 with 2-point controlling, no 
common control variables)

• 1 bit object
• 8 bit object 
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Select whether the parameters for the PI control are entered individually or predefined
by fixed parameters for frequent applications. 

PI control with control parameters:
This setting allows individual input of the parameters for PI control. 

Specify the deviation from the setpoint value at which the maximum control variable
value is reached, i.e. the point at which maximum heating power is activated.

The reset time shows how quickly the controller responds to deviations from the set-
point value. In case of a short reset time, the control responds with a fast increase of
the control variable. In case of a long reset time, the control responds somewhat less
urgently and needs longer until the necessary control variable for the setpoint value
deviation is reached.
You should set the time appropriate to the heating system at this point (observe man-
ufacturer's instructions).

PI control with predetermined application:
This setting provides fixed parameters for frequent applications.

Select the appropriate application.

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications

Maximum control variable is reached 
at setpoint/actual difference of (in °C)

1...5

Reset time (in min.) 1...255; 30

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications

  Application • Warm water heating
• Floor heating
• Convection unit
• Electric heating

Maximum control variable is reached 
at setpoint/actual difference of (in °C)

Warm water heating: 5
Floor heating: 5
Convection unit: 4
Electric heating: 4
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2-point-control (only level 2):
2-point-control is used for systems which are only set to ON or OFF.

Enter the switching distance that prevents frequent on/off switching of temperatures
in the threshold range.

If separate control variables are used, select whether the control variable of the 2nd
level is a 1 bit object (on/off) or an 8 bit object (on with percentage/off).

Specify the value of the 8 bit object.

6.6.2. Cooling control level 1/2

If a cooling control mode is configured, one or two setting sections for the cooling lev-
els are displayed. 

In the 1st level, cooling is controlled by a PI control in which either control parameters
can be entered or predetermined applications can be selected. 

In the 2nd level (therefore only for 2-level cooling), cooling is controlled via a PI or a 2-
point-control.
In level 2, the setpoint deviation between the two levels must also be specified, i.e.
above which setpoint value deviation the second level is added. 

Reset time (in min.) Warm water heating: 150
Floor heating: 240
Convection unit: 90
Electric heating: 100

Control type
(is determined at a higher level for com-
mon control variables)

• 2-point-control

Switching distance (in 0.1°C) 0...100; 20

Control variable is a • 1 bit object
• 8 bit object

  Value (in %)
  (for 8 bit object)

0...100

Setpoint difference between 1st and 2nd 
level (in 0.1°C)
(for level 2)

0...100; 40

Control type
(for level 2, no common control variables)

• 2-point-control
• PI control

Control variable is a
(for level 2 with 2-point controlling, no 
common control variables)

• 1 bit object
• 8 bit object 
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Select whether the parameters for the PI control are entered individually or predefined
by fixed parameters for frequent applications. 

PI control with control parameters:
This setting allows individual input of the parameters for PI control. 

Specify the deviation from the setpoint value which reaches maximum variable value,
i.e. the point at which maximum cooling power is activated.

The reset time shows how quickly the controller responds to deviations from the set-
point value. In case of a short reset time, the control responds with a fast increase of
the control variable. In case of a long reset time, the control responds somewhat less
urgently and needs longer until the necessary control variable for the setpoint value
deviation is reached. You should set the time appropriate to the cooling system at this
point (observe manufacturer's instructions).

PI control with predetermined application:
This setting provides fixed parameters for a cooling ceiling

2-point-control (only level 2):
2-point-control is used for systems which are only set to ON or OFF.

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications

Maximum control variable is reached 
at setpoint/actual difference of (in °C)

1...5

Reset time (in min.) 1...255; 30

Control type • PI control
Setting of the controller by • Controller parameter

• specified applications
  Application • Cooling ceiling

Maximum control variable is reached 
at setpoint/actual difference of (in °C)

Cooling ceiling: 5

Reset time (in min.) Cooling ceiling: 30

Control type
is determined at a higher level for common 
variables

• 2-point-control
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Enter the switching distance that prevents frequent on/off switching of temperatures
in the threshold range.

If separate control variables are used, select whether the control variable of the 2nd
level is a 1 bit object (on/off) or an 8 bit object (on with percentage/off).

Specify the value of the 8 bit object.

6.6.3. Fan Coil Control

The fan coil control enables the regulation of the fan of convector heating/cooling sys-
tems.

Activate the fan coil control.

In fan coil control, the fan is automatically controlled by one or, in multi-level systems,
several control variables for heating or cooling. Select which actuating variable(s) are
to control the output. The available options depend on the type of heating/cooling con-
trol and the settings made for the actuating variables.

Select whether the first fan level should also be on when the second and third level are
running.

Select whether the second fan level should also be on when the third level is running.

6.7. Humidity measured value
Select, whether a malfunction object is to be sent if the sensor is faulty.

Switching distance (in 0.1°C) 0...100; 20

Control variable is a • 1 bit object
• 8 bit object

  Value (in %)
  (for 8 bit object)

0...100

Use fan coil control No • Yes

Output is controlled via actuating variable • Heating 1
• Heating 2
• Cooling 1
• Cooling 2
• Heating 1 and cooling 1
• Heating 2 and cooling 1
• Heating 1 and cooling 2
• Heating 2 and cooling 2

Switch Level 1 on also with Level 2 and 3 No • Yes

Switch Level 2 on also with Level 3 No • Yes

Use malfunction object No • Yes
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Use Offsets to adjust the readings to be sent. Permanent measurement variations can
be corrected in this way.

The unit can calculate a mixed value from its own reading and an external value, e.g.
in order to determine a room average. Set the mixed value calculation if desired. If an
external portion is used, all of the following settings (threshold values, etc.) are related
to the overall reading.

The percentage of the external measured value share of the total value is set here.

The internal measured value and the total measured value can be sent to the bus and
further processed there by other participants.

When sending on change, the temperature values are sent to the bus as soon as it
changes by the value set here.

When sending periodically, the temperature values are sent to the bus in a fixed cycle
that can be set here.

The highest (max.) and the lowest (min.) humidity value since programming or a reset
can be sent to the bus. The two values can be reset via object no. 126 “Temperature
sensor: measured value min./max. reset”.

6.8. Humidity threshold values
The humidity threshold values are used to carry out certain actions in the KNX system
when a humidity value is exceeded or not reached.

Offset in 0.1°C -50…50; 0

Use external measured value No • Yes

Ext. Reading proportion of the total reading 5% • 10% • ... • 50% • ... • 100%

Sending pattern for internal and total 
measured value

• never
• periodically
• on change 
• on change and periodically

At and above change of
(if sent on change)

0.1°C • 0.2°C • 0.5°C • ... • 5.0°C

Send cycle
(if sent periodically)

5 s • 10 s • ... • 2 h

Use minimum and maximum value No • Yes

Use threshold value 1 / 2 Yes • No
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6.8.1. Humidity threshold value 1 / 2

Threshold value:

Stellen Sie hier ein, ob der Messwert des Geräts verwendet werden soll oder ein Mess-
wert eines anderen Sensors, der über den KNX-Bus empfangen wird.

Decide when threshold values and delay times received are to be kept per object.
The parameter is only taken into consideration if the setting by object is activated fur-
ther down. Please note that the setting "After power restoration and programming"
should not be used for the initial start-up, as the factory settings are always used until
the first call (setting via objects is ignored).

Set the threshold values directly in the application program using parameters or define
them via the bus using a communication object.

Threshold value setpoint using parameter:
When the threshold value per parameter is specified, then the value is set.

Threshold value setpoint using a communication object:
During initial commissioning, a threshold value must be defined which will be valid un-
til the first call with a new threshold value. For units which have already been taken into
service, the last communicated threshold value can be used. Basically, a range is given
in which the threshold value can be changed (object value limit).
A set threshold value will be retained until a new value or change is transferred. The
current value is saved so that it is retained in the event of a power supply failure and
will be available again once the supply voltage is restored.

Minimum value that can be set via object.

Maximum value that can be set via object.

Reading type Sensor reading • Object value

The nominal values and delay times

received by the communication object 
should be retained

• never 
• after restoration of power
• after power restoration and 
  programming

.

Threshold value setpoint using Parameter • Communication objects

Threshold value in 0.1% RH 1 … 1000; 650

Starting threshold value in 0.1% RH
valid until first communication

1 … 1000; 650

Object value limit (min.)  in 0.1%RH 1…1000

Object value limit (max.) in 0.1%RH 1…1000
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Enter how the threshold value will be received from the bus beforehand. Basically, a
new absolute value can be received, or simply a command to increase or decrease.

Choose the step size.

The switching distance (hysteresis) is important for the output of the value at the
switching output.
The switching distance prevents the switching output of the threshold value from
changing too often in the event of fluctuations in humidity. When the humidity value
drops, the switching output does not react until the switching distance falls below the
threshold value (options 1 and 2 in the first parameter of switching output). When the
humidity value increases, the switching output does not react until the switching dis-
tance exceeds the threshold value (options 3 and 4 in the first parameter of switching
output).

Set the value of the switching distance.

Switching output:

Here it is set which value the output transmits if the threshold value is exceeded or un-
dercut.

Here it is set whether switching delays can be set via objects.

Switching command delays ignore short-term fluctuations in humidity around the
threshold value or threshold value and switching distance for the switching output.

Type of threshold value change Absolute value • Increase/decrease

Increment 
(upon increase/decrease change)

0.1% RH • ... • 2.0% RH • ... • 20.0% RH

Setting the switching distance in % • absolute

Switching distance in 0.1% RH 0...1000; 100

Switching distance in %
(relative to the threshold value)

0 … 50; 20

When the following conditions apply, the 
output is
(TV = Threshold value)
(SD = Switching distance)

• TV above  = 1 | TV - SD below  = 0 
• TV above  = 0 | TV - SD below  = 1 
• TV below = 1 |TV + SD above = 0 
• TV below = 0 |TV + SD above = 1

Delays can be set via objects 
(in seconds)

No • Yes

Switching delay from 0 to 1 none • 1 s … 2 h

Switching delay from 1 to 0 none • 1 s … 2 h
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Here you set the cases in which the switching output is to be sent to the bus.

When sending periodically, the humidity threshold value switching output is sent on
the bus in a fixed cycle that can be set here.

Block:

With the help of the ”Blocking” input object, the switching output can be blocked, e.g.
by a manual command (push button).

The block can take effect at value 0 or 1, depending on the intended use.

An object value up to the 1st communication is specified here.

The behaviour of the switching output during locking can be set.

The behaviour of the switching output on release, i.e. when the lock is removed, is de-
pendent on the value of the parameter "Switching output sends" (see "Switching out-
put").

Switching output sends • If there is a change 
• on change to 1 
• on change to 0 
• on change and periodically 
• on change to 1 and periodically
• on change to 0 and periodically

Send cycle 
(is sent only if "periodically" is selected)

5 s ... 2 h

Use switching output block No • Yes

Assessment of the block object • At value 1: block | At value 0: release 
• At value 0: block | At value 1: release

Blocking object value before first communi-
cation 

0 • 1

Switching output behaviour

On blocking • Do not send message 
• send 0 
• send 1

Switching output behaviour

On release
(with 2 second release delay)

[Dependent on the "Switching output 
sends" setting]

Switching output sends on change do not send message •
Status object/s send/s

Switching output sends on change to 1 do not send message •
if switching output = 1  send 1
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6.9. Humidity PI control
If you activate humidity control, you can use the following settings to define control ty-
pe, setpoint values, and humidification and dehumidification.

General control

The sensor can be used to control one- or two-level dehumidification or combined hu-
midification/dehumidification.

The control can be deactivated and reactivated by an object from the bus. Configure
which value of the blocking object should be used to switch the humidity control on or
off.

Set the value of the on/off object after a reset.

The device sends the current control variables of the control system to the bus. Set
the cases in which transmission takes place. Periodic sending is safer, in case a mes-
sage does not reach a recipient. You may also set up periodical monitoring by the ac-
tuator with this setting. 

When sending on change, the control variables are sent to the bus as soon as they
change by the percentage set here.

Switching output sends on change to 0 do not send message •
if switching output = 0  send 0

Switching output sends on change and 
periodically

Send switching output status

Switching output sends on change to 1 and 
periodically

if switching output = 1  send 1

Switching output sends on change to 0 and 
periodically

if switching output = 0  send 0

Use humidity control No • Yes

Type of control • One-level dehumidification
• Two-level dehumidification
• Humidification and dehumidification

Behaviour of the blocking object with value • 1 = lock | 0 = release
• 0 = lock | 1 = release

Value of the blocking object after reset 0 • 1

Send control variable • on change 
• on change and periodically

  from change (in % absolute) 1...20; 2
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With sending periodically, the control variables are sent to the bus in a fixed cycle that
can be set here.

The status of the control variable is defined as 0% = OFF and >0% = ON. This status is
sent to the bus and may for example be used for visualisation, or to switch off the 
heating pump as soon as the heating is switched off.

With sending periodically, the status objects are sent to the bus in a fixed cycle that can
be set here.

Controller setpoint
Set, in which cases setpoint values received via object are to be retained. Please note
that the setting "After power supply restoration and programming" should not be used
for the initial start-up, as the factory settings are always used until the first communi-
cation (setting via objects is ignored).

During initial commissioning, a setpoint value must be defined which is valid until
the first communication of a new setpoint value. For units which have already been ta-
ken into service, the last communicated setpoint value can be used. Basically, an air
humidity range is specified in which the setpoint value can be changed (object value
limit).

A set setpoint value will be retained until a new value or a change is transferred. The
current value is saved, so that it is retained in the event of a power supply failure and
will be available once the power supply is restored.

  Cycle
  (if sent periodically)

5 s • 10 s • … • 2 h

Send status objects • on change 
• on change to 1
• on change to 0
• on change and periodically
• on change to 1 and periodically
• on change to 0 and periodically

  Cycle
  (if sent periodically)

5 s • 10 s • … • 2 h

Maintain the

setpoint value received via communication 
object

• never 
• after power supply restoration
• after power supply restoration and 
  programming

Start setpoint in %
valid until first communication
(not upon saving the setpoint value after 
programming)

0 … 100; 50
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Minimum value that can be set via object.

Maximum value that can be set via object.

Enter, how the setpoint value will be received from the bus. Basically, a new value can
be received, or simply a command to increase or decrease.

Predefine the increment for the setpoint changes.

In "Humidification and dehumidification" control mode, a dead zone is specified so that
a direct changeover switching between humidification and dehumidification can be
avoided.

Humidification starts, when the relative air humidity is lower or equal to the setpoint
value - dead zone value.

Dehumidification and/or humidification

Depending on the control mode, settings sections for humidification and dehumidifi-
cation appear (level 1/2). 

For dual-level dehumidification, the setpoint value difference between the two levels
must be defined, i.e. the setpoint value which, when exceeded, triggers the switch to
the 2nd level.

Determine the deviation from the setpoint value at which the maximum variable value
is reached, i.e. the point at which maximum output is used.
The reset time shows how quickly the controller responds to deviations from the set-
point value. In case of a short reset time, the control responds with a fast increase of
the control variable. In case of a long reset time, the control responds somewhat less

Object value limit (min.) in % 0…100; 30

Object value limit (max.) in % 0…100; 70

Type of setpoint value change Absolute value • Increase/decrease

Increment 
(upon increase/decrease change)

1% • 2% • 5% • 10%

Dead zone between humidification and 
dehumidification in %
(only if both humidification and dehumidifi-
cation are used)

0…50; 10

Target value difference between level 1 
and 2 in %
(for level 2 only)

0...50; 10
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urgently and needs longer until the necessary control variable for the setpoint value
deviation is reached.
You should set the time appropriate for the humidification/dehumidification system at
this point (note manufacturer instructions).

Now specify, what should be sent when the control is blocked.
On release, the control variable follows the rule again.

6.10. VRF control
The VRF control enables demand-based regulation of heating and cooling output via a
variable refrigerant flow.

Activate the VRF control.

Define whether the VRF control is switched on or off after a reset.

Select the mode that should be active after a reset.

Select the fan stage that should be active after a reset.

Adjust the mode values to your system.

Adjust the values for the fan stages to your system.

Maximum control variable is reached 
at target/actual difference of %

1...50; 5

Reset time in minutes 1...255; 3

When blocked, the control variable shall • do not transmit anything
• send a value

Value in %
(if a value is sent)

0...100

Use VRF control No  • Yes 

Settings after reset for: On Off Off • On

Settings after reset for: Mode Auto • Heating • Cooling • Fan • Dehumidifi-
cation

Settings after reset for: Fan stage 0 • 1 • 2 • 3

Value for Auto
(0 corresponds to DPT 20.105)

0...255

Value for Heating
(1 corresponds to DPT 20.105)

0...255; 1

Value for Cooling
(3 corresponds to DPT 20.105)

0...255; 3

Value for Dehumidification
(14 corresponds to DPT 20.105)

0...255; 14

Value for Fan
(9 corresponds to DPT 20.105)

0...255; 9

Value for fan stage 0 0...255
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Adjust the percentage values for the fan stages to your system.

Define which modes should be selectable.

6.11. Inputs
Contacts (window contact, buttons) or temperature sensors T-NRC (Elsner Elektronik
item number 30516) can be attached to the two analogue/digital inputs of the eTR 103
AC KNX sec.

Activate the inputs you want to use.

6.11.1. Input 1- 2

Select the function or which drive you want to control with the input.

Value for fan stage 1 0...255; 1

Value for fan stage 2 0...255; 2

Value for fan stage 3 0...255; 3

Percentage value for fan stage 0 [%] 0...255

Percentage value for fan stage 1 [%] 0...255; 33

Percentage value for fan stage 2 [%] 0...255; 66

Percentage value for fan stage 3 [%] 0...255; 100

Heating No • Yes

Cooling No • Yes

Dehumidification No • Yes

Fan No • Yes

Use input 1 / 2 No • Yes

Bus function • Switch
• Selector switch
• Blind
• Shutters
• Awning
• Windows
• Dimmer
• 8-bit encoder
• 16-bit encoder
• Scenario recall/ Scenario storage
• Temperature sensor NTC
• Temperature sensor NTC (custom)
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Input as switch:
Specify which value is sent when pressing the button.

Specify which value is sent when releasing the button.

Set when the switching output is to be sent to the bus.

Specify the cycle for the periodic transmission.

Input as changeover switch:
Select whether another function should be activated if the button is depressed for a
longer period.

Specify whether a change is activated upon pressing.

Specify whether a change is activated upon release.

The time difference between ‘short’ and ‘long’ can be adjusted individually.

A telegram is not sent when released.

Command when pressing the button • send 0 
• send 1 
• Do not send message

Command when releasing the button • send 0
• send 1 
• Do not send message

Send value • upon a change 
• upon a change to 1 
• upon a change to 0 
• upon change and periodically 
• upon a change to 1 and periodically 
• upon a change to 0 and periodically

Cycle
(is sent only if "periodically" is selected)

5 s … 2 h; 1 min

Use additional function for button held 
down

No • Yes

Command when pressing the button • Switch 
• Do not send message

Command when releasing the button • Switch 
• Do not send message

Time between tap and hold (in 0.1 sec)
(only if hold is used)

0...50; 10

Command when pressing the button
(only if hold is used)

do not send message
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Specify whether a change is activated upon release.

Specify which value is sent when pressing the button.

Specify which value is sent when releasing the button.

Set when the switching output is to be sent to the bus.

Specify the cycle for the periodic transmission.

Input for shutter, blind, awning or window control:
Specify the direction of movement of the drive.
The drive moves in the specified direction when pressing the button for a longer peri-
od. If both directions are specified, the drive moves in the other direction with the sec-
ond long press.
The drive stops with a short push of the button.
There is also a step command for blinds. This is executed when the button is pressed
briefly, provided the drive is at a standstill.
Behaviour on button actuation in standard control mode:

Command when releasing before time 
expires
(only if hold is used)

• Changeover switching 
• Do not send message

Command when pressing the button
(only if hold is used)

• send 0 
• send 1
• Switch 
• Do not send message

Command when releasing the button
(only if hold is used)

• send 0 
• send 1
• Switch 
• Do not send message

Send behaviour
(only if hold is used)

• upon a change
• upon a change to 1
• upon a change to 0
• upon change and periodically
• upon a change to 1 and periodically
• upon a change to 0 and periodically

Cycle
(is sent only if "periodically" is selected)

5 s … 2 h; 10 s

short: hold

Blind Stop/Step Up or down

Shutters Stop Up or down

Awning Stop Retract or extend

Windows Stop Close or open
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Specify the control mode of the drive.

Standard:

Short actuation to move the drive stepwise and to stop it. Hold it longer to move the
drive to the end position.

Standard inverted:

Log actuation to move the drive to end position. Short actuation to move the drive
stepwise and to stop it.

Comfort mode:

In comfort mode: short, medium and long pressing of the button trigger different re-
sponses from the drive. The time intervals are configured individually.

Short press (shorter than Time 1): Drive is positioned in steps or stopped.
Medium press (longer than Time 1, but shorter than time 1+2): Drive moves. Drive
stops when the button is released. 
Long press (released after Time 1+2): Drive moves independently to the end position.
The move can be stopped by a short pressing of the button.

Dead man control:

Command (button function) Up  • Down
Up  • Down• Up/Down
Retract  • Extend • 
Retract/Extend
Open  • Close • Open/
Close

(Blind)
(Shutters)

(Awning)

(Window)

Time point 0: Press the start, start Time 1

Release before Time 1 ends: Step (or stop if the drive is moving)

Time point 1: End of Time 1, beginning of Time 2, 
Movement command

Release after Time 1 ends
but before Time 2 ends: Stop

Release after Time 1+2 runs out: Movement to the end position

Time 1 Time 2

0 1 1 + 2

Fig. 2
Comfort mode time interval scheme
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The drive moves as soon as the button is pressed and stops when the button is re-
leased.

The time difference between ‘short’ and ‘long’ can be adjusted individually.

The repeat interval is set individually.

Time 1 is set individually.

Time 2 is set individually.

Input as dimmer
Specify the dim function. If both dim functions are specified, the button function dims
in the other direction with the second long press.

Control mode • Standard
• Standard inverted
• Comfort mode
• Dead man switch

Behaviour when a button is operated:
short = stop/step long = up or down

Time between short and long 
in 0.1 seconds
(Standard or standard inverted)

1...50; 10

Repetition of the step command
on long button press
(Standard inverted)

every 0.1 s... • every 2 s; every 0.5 s

Behaviour when a button is operated:
Push-button is pressed and
Released before expiry of Time 1 = stop/step
Held longer than Time 1 = up or down
Released between Time 1 and 1+ 2 = stop
Released after Time 1 + 2 = no more stop

Time 1
(Comfort mode)

0 s ... 5 s; 0,4 s

Time 2
(Comfort mode)

0 s ... 5 s; 2 s

Control mode Dead man control
Behaviour when a button is operated:
Press button = Up or down command
Release button = Stop command

Push-button function Brighter  • darker • Brighter/darker
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A short press of the button toggles the device (on/off). A longer press activates the dim-
mer (brighter or darker). The time between “Switch” (short) and “Dim” (long) is set
here.

Specify whether the dim command should be repeated when the button is pressed
longer.

The repeat interval is set individually.

Specify the dim value for the repeat of the dim command.

Input as 8-bit encoder:
Define the value range.

Specify which value is sent.

Input as 16 bit encoder:
Specify which value is sent.

Input for scene controls (scene recall/ scene storage):
The scene number is set here.

Specify whether the button should also be used to store the scene (press longer).

Time between switching and dimming
(in 0.1 s)

1...50; 5

Repeat the dim command No • Yes

Repeat the dim command
on long button press 
(if dimmer command is repeated)

every 0.1 s... • every 2 s; every 1 s

Dim by
(if dimmer command is repeated)

1.50% • 3% • 6% • 12,50% • 25% • 50%

Range • 0...255
• 0%...100%
• 0°...360°

Value 0...255 (for value range 0...255)
0...100 (for value range 0%...100%)
0...360 (for value range 0°...360°)

Value in 0.1 -6707600...6707600; 0

Scene (0-63, corresponds to scenario no. 1-
64)

0...63

Scenario function • Activate
• Activate and save
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Specify the minimum time that the button must be pressed for the scene to be saved.

Temperature sensor NTC:
Select whether to send an interference object if the sensor is defective.

Use Offsets to adjust the readings to be sent. Permanent measured value deviations
can be corrected as a result.

The device can calculate a mixed value from its own measured value and an external
measured value, e.g. in order to determine a room average. Set the mixed value calcu-
lation if desired. If an external portion is used, all the following settings (threshold val-
ues, etc.) are related to the overall measured value!

Specify the percentage weighting of the external measured value in the total value.

The internal and total measured value can be sent to the bus and further used there by
other participants.

When sending at a change, the temperature values are sent on the bus as soon as it
changes by the value set here.

When sending periodically, the temperature values are sent on the bus in a fixed cycle
that can be set here.

  Press key for longer than (in 0.1 s)
  --> Scene memory
  (only for control)

0...50

Use malfunction object Yes • No

Offset in 0.1°C -50...50; 0

Use external measured value Yes • No

Ext. measured value portion of the total 
reading
(only if an external value is used)

5% • ... • 50% • ... • 100%

All of the following settings then pertain to the total measured value

Send behaviour • periodically
• upon a change
• upon change and periodically

Upon a change of 
(if sent upon change)

0.1°C • ... • 0.5°C • ... • 5.0°C

Send cycle
(if sent periodically)

5 s...2 h
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Custom NTC temperature sensor:

If a T-NTC (custom) temperature sensor is connected to the input, set the NTC charac-
teristic curve here.

To calculate the NTC characteristic curve, three temperature-resistance points must be
entered here. These can be found in the temperature-resistance table for the NTC sen-
sor.

The recommended temperature points are 0 °C, 25 °C and 100 °C.

The temperatures must be entered in ascending order.

Select whether to send an interference object if the sensor is defective.

Use Offsets to adjust the readings to be sent. Permanent measured value deviations
can be corrected as a result.

The device can calculate a mixed value from its own measured value and an external
measured value, e.g. in order to determine a room average. Set the mixed value calcu-
lation if desired. If an external portion is used, all the following settings (threshold val-
ues, etc.) are related to the overall measured value!

Specify the percentage weighting of the external measured value in the total value.

The internal and total measured value can be sent to the bus and further used there by
other participants.

Temperature point 1 [°C] -40...100; 0

Resistance point 1 [ohm] 1...500 000; 32600

Temperature point 2 [°C] -40...100; 25

Resistance point 2 [ohm] 1...500 000; 10000

Temperature point 3 [°C] -40...100; 100

Resistance point 3 [ohm] 1...500 000; 682

Use malfunction object Yes • No

Offset in 0.1°C -50...50; 0

Use external measured value Yes • No

Ext. measured value portion of the total 
reading
(only if an external value is used)

5% • ... • 50% • ... • 100%

All of the following settings then pertain to the total measured value

Send behaviour • periodically
• upon a change
• upon change and periodically
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When sending at a change, the temperature values are sent on the bus as soon as it
changes by the value set here.

When sending periodically, the temperature values are sent on the bus in a fixed cycle
that can be set here.

6.12. Logic
The device has 8 logic inputs, 2 AND and 2 OR logic gates.

For each logic input, the object value can be assigned before the first communication,
which is used for the initial commissioning and when the voltage returns.

Select which logic gate should be used.

AND logic

OR logic

6.12.1.AND logic 1/2 and OR logic outputs 1/2

Select a switch event.

Each logic output can transmit one 1-bit or two 8-bit objects.

Upon a change of 
(if sent upon change)

0.1°C • ... • 0.5°C • ... • 5.0°C

Send cycle
(if sent periodically)

5 s...2 h

Use logic inputs Yes • No

Object value prior to first communication for

- Logic input 1... 8 0 • 1

AND Logic 1 / 2 not active • active

OR Logic 1 / 2 not active • active

1 / 2 / 3 / 4 Input • Do not use 
• Logic inputs 1...8
• Logic inputs 1...8 inverted
• all switching events that the device
  provides (see Connection inputs of the
  AND/OR logic)

Output type • a 1-bit-object 
• sends two 8-bit objects
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If the output type is a 1-bit-object, set the output values.

If the output type is two 8-bit-objects, first set the object type.

Then set the output values.

Output value
if logic = 1

1 • 0

Output value
if logic = 0

1 • 0

Output value 
if block active

1 • 0

Output value if 
monitoring time exceeded

1 • 0

Object type • value (0…255)
• Percent (0…100%)
• Angle (0…360°)
• Scenario call-up (0…63)

Output value object A
if logic = 1

0 … 255 / 100% / 360° / 63; 1

Output value object B
if logic = 1

0 … 255 / 100% / 360° / 63; 1

Output value object A
if logic = 0

0 … 255 / 100% / 360° / 63; 0

Output value object B
if logic = 0

0 … 255 / 100% / 360° / 63; 0

Output value object A
if block active

0 … 255 / 100% / 360° / 63; 0

Output value object B
if block active

0 … 255 / 100% / 360° / 63; 0

Output value object A if 
monitoring time exceeded

0 … 255 / 100% / 360° / 63; 0

Output value object B if 
monitoring time exceeded

0 … 255 / 100% / 360° / 63; 0
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Set the cases in which the logic output is to be sent to the bus.

When sending periodically, the logic object is sent to the bus in a fixed cycle that can
be set.

Blocking
With the help of the blocking object, the output can be blocked, e.g. by a manual com-
mand (push button).

The block can take effect at value 0 or 1, depending on the intended use.

Specify an object value until first communication.

The behaviour of the output during blocking can be set.

The behaviour of the output on release, i.e. when the lock is removed, can be set.

Send behaviour • upon a change of logic
• upon a change of logic to 1
• upon a change of logic to 0
• upon a change of logic and periodically
• upon a change of logic to 1 and periodi-
cally
• upon a change of logic to 0 and periodi-
cally
• upon a change of logic+object receipt
• upon a change of logic+object receipt
  and cyclically

  Send cycle
  (if sent periodically)

5 s • 10 s • ... • 2 h

Use block No • Yes

Assessment of the block object • At value 1: block | At value 0: release 
• At value 0: block | At value 1: release

Blocking object value before first communi-
cation 

0 • 1

Output behaviour
on blocking

• Do not send message 
• Send block value [see above, 
  output value if block active]

on release
(with 2 second release delay)

• Do not send message
• transmit value for current logic status
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Monitoring
If necessary, activate the input monitoring.
The input monitoring is a safety function that periodically needs a live message at in-
put. A ratio of 1:3 is recommended here as a monitoring period.
Example: Monitoring period 30 min, input communication object(s) should receive a
message every 10 min.

Set the inputs to be monitored.

Set the monitoring period.

The behaviour of the output can be set if the monitoring period is exceeded.

6.12.2.Connection inputs of the AND logic

do not use
Logic input 1
Logic input 1 inverted
Logic input 2
Logic input 2 inverted
Logic input 3
Logic input 3 inverted
Logic input 4
Logic input 4 inverted
Logic input 5
Logic input 5 inverted
Logic input 6
Logic input 6 inverted
Logic input 7
Logic input 7 inverted
Logic input 8
Logic input 8 inverted
Temperature sensor malfunction = ON
Temperature sensor malfunction = OFF
Humidity sensor malfunction = ON
Humidity sensor malfunction = OFF

Use input monitoring No • Yes

Input monitoring • 1 • 2 • 3 • 4
• 1 + 2 • 1 + 3 • 1 + 4 • 2 + 3 • 2 + 4 • 3 + 4
• 1 + 2 + 3 • 1 + 2 + 4 • 1 + 3 + 4 • 2 + 3 + 4
• 1 + 2 + 3 + 4

Monitoring period 5 s • ... • 2 h; 1 min

Output behaviour on exceeding the moni-
toring time

• Do not send message 
• Send value exceeding [= value of the 
parameter "Output value if monitoring time 
exceeded"]
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Switching output temperature 1
Switching output temperature 1 inverted
Switching output temperature 2
Switching output temperature 2 inverted
Switching output humidity 1
Switching output humidity 1 inverted
Switching output humidity 2
Switching output humidity 2 inverted
Comfort temperature controller active
Comfort temperature controller inactive
Standby temperature controller active
Standby temperature controller inactive
Eco temperature controller active
Eco temperature controller inactive
Temperatur controller protection active
Temperatur controller protection inactive
Temp. control heating 1
Temp. control heating 1 inverted
Temp. control heating 2
Temp. control heating 2 inverted
Temp. control cooling 1
Temp. control cooling 1 inverted
Temp. control cooling 2
Temp. control cooling 2 inverted
Humidity control dehumidification 1
Humidity control dehumidification 1 inv.
Humidity control dehumidification 2
Humidity control dehumidification 2 inv.
Humidity control humidification
Humidity control humidification inverted

6.12.3. Connection inputs of the OR logic

The OR logic connection inputs correspond to those of the AND logic. In addition the
following inputs are available for the OR logic:

AND logic 1
AND logic output 1 inverted
AND logic output 2
AND logic output 2 inverted
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